LIFE PAINT
PRODUCT SPECIFICATIONS

WATERPROOFING

FM Fiberglass Mat System
The “Life DeckTM FM” (Fiberglass Mat) Waterproof Decking System is a series of distinct applications
of highly flexible acrylic resins. The base coat is integrated into a chopped fiberglass mat. Life
Deck FM is designed to be a skid resistant waterproof walking surface for installation over plywood,
concrete, magnesite, metal, and most existing deck surfaces.

Benefits of Life Deck FM System:

*Economical *Low Maintenance *Fast Drying
*Durable yet flexible *Waterproof *Skid Resistant

4 EASY STEPS TO SEAL, PRESERVE, AND WATERPROOF YOUR DECK OR SURFACE
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For Plywood Decks & Concrete Roof Decks
STEP 4
FINISH COAT
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PRIMER/SEALER
COAT
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PROCEDURE
Please read the complete installation guide before ordering material or beginning job.
STEP 1

#1575 ACRYLIC PRIMER
(250 sq. ft. per gal.)

STEP 3

#1577 TEXTURE COAT
(90 sq. ft. per gal.)

STEP 2

FIBERGLASS/BASE COAT
FM 50 50” Wide X 12’ Long (50 sq. ft.)
FM 100 50” Wide X 25’ Long (100 sq. ft.)
FM 500 50” Wide X 125’ Long (500 sq. ft.)

STEP 4

FINISH TOP COAT
CONCRETE COLOR SEALER
Resistant to Ponding Water
10 Series 100% Acrylic
28 Series 100% Acrylic Heat Reflective
(250 sq. ft. per gal.)
2 Coats recommended

#1588 HIGH BUILD BASE COAT
(45 sq. ft. per gal.)
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FM DECK WATERPROOFING SYSTEM
Texture Coat (1577) Roll or Trowel
♦Texture may be rolled with a carpet texture roller 80-90
sq ft per gallon.
♦Texture can be troweled smooth, to achieve the desired
finish.
♦Make sure to “cut in” all edges with a paint brush
ahead of rolling or troweling.
♦An excellent texture can be achieved using a loop
roller by applying the texture at 60 sq ft per gallon. Roll
first in one direction, then immediately roll again in the
opposite direction. This technique will completely hide the
fiberglass.
♦Caution: when applying at rate of 80 sq ft per gallon,
temperature must be at least 70 degrees and humidity lower
than 30% for 6 hours.
Texture Coat (1577) Spray
♦Protect all surrounding areas with masking paper.
♦Mix Life Deck 1577 Texture with a small amount of water
and up to 20% #20 Silica Sand to desired consistency.
♦Using an acoustical hopper gun, spray texture at a rate
of 80-90 square feet per gallon, depending on desired
texture.
♦Optional Step: After a few moments, depending on the
temperature, the texture can be “knocked down” using a
20” x 5” pool trowel for best results.
Top Coat (10 Series) or (28 Series Cool Life)
♦Mix all containers of the Life Deck Top Coat to insure a
consistent color.
♦Product may be thinned by adding 1 pint of water per
gallon to avoid streaks, especially in hot weather.
♦Roll two thin applications of Life Deck Top Coat using a
1/2”-3/4” roller at a rate of 200-300 square feet per gallon.
Spread the Life Deck Top Coat in two directions to achieve
a uniform finish. Coverage will vary according to texture.
Do not apply two coats in same day.
♦Allow 8 to 12 hours drying time before permitting light
pedestrian traffic. For best results, allow to cure 24 hours
before direct traffic is permitted. Allow an additional 24
hours before heavy objects are placed on the surface.
Stair Nosing Application
♦Life Deck FM System may be installed on stairs where
needed.
♦Use a nosing and hardware that will not rust or corrode.
♦Attach with a construction adhesive.
♦Seal completely under the nosing and make sure to allow
for drainage at ends of nosing.

♦Do not allow any Life Deck product to FREEZE.
1. Best to apply on warm, clear, sunny days.
2. Do not apply under foggy conditions or late in the
day.
Maintenance
♦Most stains clean up with TSP and water. Use only
a bristle scrub brush and a pressure washer with 3000
psi. Rinse thoroughly.
♦When high pressure washing, keep the nozzle tip
6” off the deck surface and keep moving. Prolonged
exposure to a high pressure stream could damaged
the FM System.
♦The FM deck should be resealed with Life Deck 10
Series Top Coat every 2 to 4 years depending upon
ultraviolet exposure from the sun and traffic.
Warranty
♦Life Deck FM has a five year limited warranty which
is valid only if the complete FM System is installed
(by a factory trained) and licensed contractor and
maintenance specifications are followed. In accordance
with product system specifications.
♦Life Deck, will replace any defective FM product
proven to be the cause of deck failure. The Life Deck
FM warranty shall not exceed the replacement cost of
the defective material and does not include labor.
♦All claims regarding product defects must be
presented to Life Deck within 90 days of the alleged
defect. The absence of a written claim during this
period will constitute a waiver of all claims against the
manufacturer.
♦Warranty is void if subsurface or adjoining areas are
not built to meet local building codes.
CAUTION:
Listed below are important warranty considerations.
1. Do not bolt railings through the deck.
2. Inadequate slope in the sub surface is not 		
acceptable.
3. Use only Thunderbird deck drains.
4. Stucco or wood siding must be held 1-1/2” off the
deck.
5. Thresholds must have flashing installed properly
and must be 1” off the deck to allow for material
to cover up.
6. Parapet walls and scuppers must be properly built
so water does not enter and simulate a deck leak.

Temperature/Weather/Limitations
♦The FM System is not designed for automobile traffic.
♦Do not install any Life Deck product if the temperature is
below 55 degrees.
♦Rain will wash away uncured Life Deck resin products. If
inclement weather threatens, cover deck to protect new
application.
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